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HIWIN
2 W99SE01-2409

Standard Series

* High torque density

* High precision, zero backlash
* Hollow shaft threading space
- Input/output coaxial design

* Life span exceeds 7000 hours

Rating Table
Rated torque at Peak torque at l?/g[ﬂisflg\iga: Inset?rr:]tizziebci:s Permissible | Permissible
Item input 2000 r/min start/stop load tor ueg fnax R maximum average
Ratio X1 %2 -orq -ord input speed | input speed
] X4
Model
Nm kgfm Nm kgfm Nm kgfm Nm kgfm r/min r/min
1 50 3.5 0.36 8.3 0.85 5.5 0.56 17 1.7
9 8500 3500
oy 100 5 0.51 n 1.1 8.9 0.91 25 2.6
50 5.4 0.55 18 1.8 6.9 0.7 35 3.6
14 80 7.8 0.8 23 2.4 1M 1.1 47 4.8 8500 3500
100 7.8 0.8 28 2.9 1" 1.1 54 5.5
50 16 1.6 34 3.5 26 2.6 70 7.1
80 22 2.2 43 4.4 27 2.7 87 8.9
17 7300 3500
100 24 2.4 54 515 39 4 108 1"
120 24 2.4 54 5.5 39 4 86 8.8
50 25 2.5 56 5.7 34 35 98 10
80 34 3.5 74 7.5 47 4.8 127 13
20 100 40 4.1 82 8.4 49 5 147 15 6500 3500
120 40 4.1 87 8.9 49 5 147 15
160 40 4.1 92 9.4 49 5 147 15
50 39 4 98 10 55 5.6 186 19
80 63 6.4 137 14 87 8.9 255 26
25 100 67 6.8 157 16 108 1" 284 29 5600 3500
120 67 6.8 167 17 108 1" 304 31
160 67 6.8 176 18 108 1" 314 32
50 76 7.8 216 22 108 1" 382 39
80 118 12 304 31 167 17 568 58
32 100 137 14 868 34 216 22 647 66 4800 3500
120 137 14 353 36 216 22 686 70
160 137 14 372 38 216 22 686 70
50 137 14 402 41 196 20 686 70
80 206 21 519 53 284 29 980 100
40 100 265 27 568 58 372 38 1080 110 4000 3000
120 294 30 617 63 451 46 1180 120
160 294 30 647 66 451 46 1180 120
%1 Permissible rated torque %2 Permissible maximum torque %3 Permissible average torque

%4 Permissible maximum value of impact 5 Applicable to DSC-CO



DSC Type with Crossed Roller Bearing

ltem

Model

14
17
20
25
32
40

DSH Type with Crossed Roller Bearing

ltem

Model

14
17
20
25
32
40

Basic dynamic
load ratings

C
kN | kof
47 | 480
53 | 540
58 | 590
9.6 | 980
15 | 1530
213 | 2170

Basic dynamic
load ratings

C
kN | kof
58 | 590
104 | 1060
146 | 1490
218 | 2230
382 | 3900
433 | 4410

Basic static
load ratings

Co

kN kgf
6.1 620
7.6 770
9 920
15.1 1540
25 2550
36.5 3720

Basic static
load ratings

Co
kN kgf
8.6 880
16.3 1670
2.0 2250
35.8 3660
65.4 6680
81.6 8330

Moment rigidity

K

X10‘Nm/rad | kgfm/arc min

4.38
7.75
12.8
24.2
53.9
91

1.3
2.3
3.8
7.2
16
27

Moment rigidity

K

X10°Nm/rad | kgfm/arc min

8.5

15.4
25.2
39.2
100
179

DSH-AH Dimensions and Weight

ltem
Model

14
17
20
25
32
40

Weight

Type
Model

14
17
20
25
32
40

Hollow dimensions

DSC-CO

kg
0.05
0.09
0.15
0.28
0.42
0.89

1.7

mm

14
19
21
29
36
46

DSC-PO

kg

0.52

0.68

0.98
1.5
3.2
5.0

2.5
4.6
7.5
11.6
29.6
53.2

Permissible
dynamic tilting
moment
M
Nm kgfm
41 4.2
b4 6.5
91 9.3
156 16
313 32
450 46
Permissible
dynamic tilting
moment
M
Nm kgfm
74 7.6
124 12.6
187 19.1
258 263
580 59.1
849 86.6

Outer diameter

DSH-PO

kg

0.41
0.57
0.81
1.31
2.94
5.1

74
84
95
115
147
175

mm

DSH-PH

kg

0.45
0.63
0.89
1.44
3.1
5.4

Permissible —
static tilting Per_mlssmle
moment axial load
Mo Fa
Nm | kgfm | kN kgf
53 5.4 1 102
80 8.1 1.13 | 115
113 | 115 | 1.23 | 125
234 | 23.9 | 2.05 | 209
500 51 3.2 | 32
876 89.3 | 4.55 | 464
Zteartri?fiftlals Permissible
moment axial load
Mo Fa
Nm | kgfm | kN kgf
144 14.7 | 1.24 126
328 | 334 | 222 | 226
515 | 525 | 3.12 | 318
1070 | 109.1 | 4.66 | 475
2425 | 247.3 | 8.16 | 832
3623 | 369.4 | 9.25 | 943
Axial height
mm
52.5
56.5
51.5
&5
65.5
79
DSH-AH
kg
0.71
1.0
1.38
2.1
4.5
7.7
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Permissible

radial load
Fr
kN kgf
0.67 68
0.76 77
0.83 84
1.37 140
2.15 219
3.05 3N
Permissible
radial load
Fr
kN kgf
0.83 84
1.49 152
2.09 213
3.12 318
5.47 558
6.2 632
DSH-AJ
kg
0.66
0.94
1.38
2.1
A
7.3

3



HIWIN
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Heavy Load Series

* Torque loading increased by 30%

compared to Standard Series

* Service life extended by 43% up to
10,000 hours

* Hollow shaft threading space

* Input/output coaxial design

Rating Table
Rated torque at Peak torque at FADESG RS Instant_an_eous Permissible | Permissible
ltem input 2000 r/min start/stop vallléz(;)fts;/erage permissible maximum average
Ratio % %2 orque max..torque input speed | input speed
Model 3 el
Nm kgfm Nm kgfm Nm kgfm Nm kgfm r/min r/min
50 7 0.7 23 2.3 9 0.9 46 4.7
14 80 10 1 30 3.1 14 1.4 61 6.2 8500 3500
100 10 1 36 3.7 14 1.4 70 7.2
50 21 2.1 4L 4.5 34 3.4 91 9
- 80 29 2.9 56 5.7 35 3.6 113 12 7300 3500
100 31 3.2 70 7.2 51 5.2 143 15
120 31 3.2 70 7.2 51 5.2 112 1"
50 33 &3 73 7.4 44 4.5 127 13
80 4L 4.5 96 9.8 61 6.2 165 17
20 100 52 58 107 10.9 64 6.5 191 20 6500 3500
120 52 5.3 113 11.5 64 6.5 191 20
160 52 588 120 12.2 64 6.5 191 20
50 51 5.2 127 13 72 7.3 242 25
80 82 8.4 178 18 113 12 332 34
25 100 87 8.9 204 21 140 14 369 38 5600 3500
120 87 8.9 217 22 140 14 395 40
160 87 8.9 229 23 140 14 408 42
50 99 10 281 29 140 14 497 51
80 153 16 395 40 217 22 738 75
32 100 178 18 433 L4 281 29 841 86 4800 3500
120 178 18 459 47 281 29 892 91
160 178 18 484 49 281 29 892 91
50 178 18 523 53 255 26 892 91
80 268 27 675 69 369 38 1270 130
40 100 345 35 738 75 484 49 1400 143 4000 3000
120 382 39 802 82 586 60 1530 156
160 382 39 841 86 586 60 1530 156
%1 Permissible rated torque %2 Permissible maximum torque %3 Permissible average torque

%4 Permissible maximum value of impact



DGC Type with Crossed Roller Bearing

ltem

Model

14
17
20
25
32
40

DGH Type with Crossed Roller Bearing

ltem

Model

14
17
20
25
32
40

Basic dynamic
load ratings

C
kN | kof
47 | 480
53 | 540
58 | 590
9.6 | 980
15 | 1530
213 | 2170

Basic dynamic
load ratings

C
kN | kof
58 | 590
104 | 1060
146 | 1490
218 | 2230
382 | 3900
433 | 4410

Basic static
load ratings

Co

kN kgf
6.1 620
7.6 770
9 920
15.1 1540
25 2550
36.5 3720

Basic static
load ratings

Co

kN kgf
8.6 880
16.3 1670

2 2250
35.8 3660
65.4 6680
81.6 8330

Moment rigidity

K

X10‘Nm/rad | kgfm/arc min

4.38
7.75
12.8
24.2
53.9
91

1.3
2.3
3.8
7.2
16
27

Moment rigidity

K

X10°Nm/rad | kgfm/arc min

8.5

15.4
25.2
39.2
100
179

DGH-AH Dimensions and Weight

ltem
Model

14
17
20
25
32
40

Weight

Type
Model

14
17
20
25
32
40

Hollow dimensions

DGC-CO

kg
0.05
0.09
0.15
0.28
0.42
0.89

1.7

mm

14
19
21
29
36
46

DGC-PO

kg

0.52

0.68

0.98
1.5
3.2
5.0

2.5
4.6
7.5
11.6
29.6
53.2

Permissible
dynamic tilting
moment
M
Nm kgfm
41 4.2
b4 6.5
91 9.3
156 15.9
313 31.9
450 45.9
Permissible
dynamic tilting
moment
M
Nm kgfm
74 7.6
124 12.6
187 19.1
258 263
580 59.1
849 86.6

Outer diameter

DGH-PO

kg

0.41
0.57
0.81
1.31
2.94
5.1

74
84
95
115
147
175

mm

DGH-PH

kg

0.45
0.63
0.89
1.44
3.1
5.4

Permissible —
static tilting Per_mlssmle
moment axial load
Mo Fa
Nm | kgfm | kN kgf
53 5.4 1 102
80 8.1 1.13 | 115
113 | 115 | 1.23 | 125
234 | 23.9 | 2.05 | 209
500 51 3.2 | 32
876 89.3 | 4.55 | 464
Zteartri?fiftlals Permissible
moment axial load
Mo Fa
Nm | kgfm | kN kgf
144 14.7 | 1.24 126
328 | 334 | 222 | 226
515 | 525 | 3.12 | 318
1070 | 109.1 | 4.66 | 475
2425 | 247.3 | 8.16 | 832
3623 | 369.4 | 9.25 | 943
Axial height
mm
52.5
56.5
51.5
&5
65.5
79
DGH-AH
kg
0.71
1.0
1.38
2.1
4.5
7.7
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Permissible

radial load
Fr
kN kgf
0.67 68
0.76 77
0.83 84
1.37 140
2.15 219
3.05 3N
Permissible
radial load
Fr
kN kgf
0.83 84
1.49 152
2.09 213
3.12 318
5.47 558
6.2 632
DGH-AJ
kg
0.66
0.94
1.38
2.1
A
7.3

5
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Thin Series

* Height reduced by 50% compared to
Standard Series

+ Compact structure, optimized space design

+ Life span exceeds 7000 hours

Rating Table
Rated torque at Peak torque at FEERIAO DR Instant.an.eous Permissible | Permissible
Item input 2000 r/min start/stop VEINCOENE L permissible maximum average
. 5 3 load torque max. torque . .
Ratio % 22 %3 %4 input speed | input speed
Model : T
Nm kgfm Nm kgfm Nm kgfm Nm kgfm r/min r/min
14 50 3.7 0.38 12 1.2 4.8 0.49 24 2.4 8500 3500
100 5.4 0.55 19 1.9 7.7 0.79 35(31) | 3.6(3.2)
17 50 " 1.1 23 2.3 18 1.8 48 4.9 2300 3500
100 16 1.6 37 3.8 27 2.8 71(55) | 7.2(5.6)
50 17 1.7 39 4 24 2.4 69 7
20 100 28 2.9 57 5.8 34 S5 95(76) 9.7(7.7) 6500 3500
160 28 2.9 b4 6.5 34 3.5 95(76) 9.7(7.7)
50 27 2.8 69 7 38 3.9 127 13
25 100 47 4.8 110 11 75 7.6 184(152) | 19(15) 5600 3500
160 47 4.8 123 13 75 7.6 204(152) . 21(15)
50 53 5.4 151 15 75 7.6 268 27
32 100 96 9.8 233 24 151 15 420(359) | 43(37) 4800 3500
160 96 9.8 261 27 151 15 445(359) | 45(37)
%¢1 Permissible rated torque $%¢2 Permissible maximum torque 23 Permissible average torque

¥4 Permissible maximum value of impact 5 (] is the DTC-CE value

DTC-PE Type with Crossed Roller Bearing

Basic dynamic | Basic static Moment rigidit Permissible dynamic | Permissible Permissible
ltem | load ratings load ratings giarty tilting moment axial load radial load
© Co K M Fa Fr
Model

kN kgf kN kgf | X10‘Nm/rad | kgfm/arc min Nm kgfm kN kgf kN kgf

14 4.7 480 6.07 620 4.38 1.3 41 4.2 1.01 103 0.674 68.7

17 5.29 540 7.55 770 7.75 2.3 64 6.5 1.13 115 0.758 77.3

20 5.78 590 9 920 12.8 3.8 91 9.3 1.24 126 0.828 84.4

25 9.6 980 15.1 1540 24.2 7.2 156 16 2.05 209 1.38 141

32 15 1530 25 2550 53.9 16 313 32 3.21 327 2.15 219

DTC-PE-M Type with Crossed Roller Bearing
Basic dynamic | Basic static Moment rigidit Permissible dynamic | Permissible Permissible
ltem | load ratings load ratings giarty tilting moment axial load radial load
c Co K M Fa Fr
Model

kN kgf kN kgf | X10‘Nm/rad | kgfm/arc min Nm kgfm kN kgf kN kgf

14 5.78 590 9 920 12.8 3.8 91 9.3 1.24 126 0.828 84.4

17 10.4 | 1060 | 163 | 1670 15.4 4.6 124 12.6 2.22 226 1.49 152

20 14.6 1490 22 2250 25.2 7.5 187 19.1 3.12 318 2.09 213

25 21.8 2230 35.8 3660 39.2 11.6 258 26.3 4.66 475 3.12 318

32 38.2 3900 65.4 6680 100 29.6 580 59.1 8.17 833 5.47 558



DTH Type with Crossed Roller Bearing

HIWIN
W99SE01-2409

Basic dynamic | Basic static Moment rigidit Permissible dynamic | Permissible Permissible
ltem | load ratings load ratings gty tilting moment axial load radial load
C Co K M Fa Fr
Model
kN kgf kN kgf | X10‘Nm/rad | kgfm/arc min Nm kgfm kN kgf kN kgf
14 2.9 296 4.3 438 7.08 2.1 37 3.8 0.62 63.2 0.42 42.8
17 5.2 530 8.1 826 12.7 3.8 62 6.3 1.1 113 0.74 75.4
20 7.3 744 M 1122 21 6.2 93 9.5 1.56 159 1.05 107
25 10.9 1M1 17.9 1825 31 9.2 129 13.2 2.33 237 1.56 159
32 19.1 1948 | 32.7 | 3334 82.1 24.4 290 29.6 4.08 416 2.73 278
DTC-PE-M Type Dimensions
ltem Hollow dimensions Outer diameter Axial height
Model mm mm mm
14 9 70 22
17 9 80 22.7
20 18 90 26.8
25 22 110 1.8
32 29 142 37
DTH-PE Type Dimensions
ltem Hollow dimensions Outer diameter Axial height
Model mm mm mm
14 1" 70 17.5
17 15 80 18.5
20 20 90 19
25 24 110 22
32 32 142 27.9
Weight
Type DTC-CE DTC-PE DTC-PE-M DTH-PE
Model kg kg kg kg
14 0.06 0.35 0.5 0.33
17 0.10 0.46 0.66 0.42
20 0.13 0.65 0.94 0.52
25 0.24 1.2 1.7 0.91
32 0.51 2.4 3.3 1.87




HIWIN
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Lightweight Series
* Weight reduced by 40% compared to Standard Series

* High precision, zero backlash

* Simple type offers higher flexibility for users

Rating Table
Rated torque at Peak torque at LGNS Instant_an_eous Permissible | Permissible
Item input 2000 r/min start/stop HElLe Gl e permissible maximum average
Ratio % %2 (CET forque max..torque input speed | input speed
Model 3 ol
Nm kgfm Nm kgfm Nm kgfm Nm kgfm r/min r/min
50 5.4 0.55 18 1.8 6.9 0.7 35 3.6
14 80 7.8 0.8 23 2.4 11 1.1 47 4.8 8500 3500
100 7.8 0.8 28 2.9 1 1.1 54 5.5
50 16 1.6 34 35 26 2.6 70 7.1
e 80 22 2.2 43 4.4 27 2.7 87 8.9 7300 3500
100 24 2.4 54 5.5 39 4 110 "
120 24 2.4 54 5.5 39 4 86 8.8
50 25 2.5 56 5.7 34 3.3 98 10
80 34 35 74 7.5 47 48 127 13
20 100 40 4.1 82 8.4 49 5 147 15 6500 3500
120 40 4.1 87 8.9 49 5 147 15
160 40 4.1 92 9.4 49 5 147 15
50 39 4 98 10 55 5.6 186 19
80 63 6.4 137 14 87 8.9 255 26
25 100 67 6.8 157 16 108 " 284 29 5600 3500
120 67 6.8 167 17 108 " 304 31
160 67 6.8 176 17.9 108 " 314 32
50 76 7.8 216 22 108 " 382 39
80 118 12 304 31 167 17 568 58
32 100 137 14 333 34 216 22 647 66 4800 3500
120 137 14 353 36 216 22 686 70
160 137 14 372 38 216 22 686 70
%1 Permissible rated torque %2 Permissible maximum torque %3 Permissible average torque
24 Permissible maximum value of impact
DLC-CE Dimensions and Weight
ltem Hollow dimensions Outer diameter Axial height Weight
Model mm mm mm kg
14 13.5 50 23.5 0.055
17 18 60 26.5 0.1
20 21 70 29 0.14
25 26 85 34 0.24

32 36 110 42 0.54



HIWIN
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Quick Installation Series

- Motor plug-and-play user friendly design
* Save 100% of user assembly time . c__.w's
- Sealed type with output bearing and IP65 protection

Rating Table
Rated torque at Peak torque at R Instant.an.eous Permissible | Permissible
Item input 2000 r/min start/stop Vallzzgis:nge rﬁ\ear?;zilquz maximum average
ool Ratio P %2 %3 %4 input speed | input speed
Nm kgfm Nm kgfm Nm kgfm Nm kgfm r/min r/min
50 5.4 0.55 18 1.8 6.9 0.7 35 3.6
14 80 7.8 0.8 23 2.4 " 1.1 47 4.8 8500 3500
100 7.8 0.8 28 2.9 " 1.1 54 5.5
50 16 1.6 34 35 26 2.6 70 7.1
- 80 22 2.2 43 4.4 27 2.7 87 8.9 7300 3500
100 24 2.4 54 5.8 39 4 108 M
120 24 2.4 54 5.5 39 4 86 8.8
50 25 2.5 56 5.7 34 3 98 10
80 34 3.5 74 7.5 47 4.8 127 13
20 100 40 4.1 82 8.4 49 5 147 15 6500 3500
120 40 4.1 87 8.9 49 5 147 15
160 40 4.1 92 9.4 49 5 147 15
50 39 4 98 10 55 5.6 186 19
80 63 6.4 137 14 87 8.9 255 26
25 100 67 6.8 157 16 108 1" 284 29 5600 3500
120 67 6.8 167 17 108 " 304 31
160 67 6.8 176 18 108 " 314 32
50 76 7.8 216 22 108 1" 382 39
80 118 12 304 31 167 17 568 58
32 100 137 14 333 34 216 22 647 66 4800 3500
120 137 14 353 36 216 22 686 70
160 137 14 372 38 216 22 686 70
%1 Permissible rated torque $%¢2 Permissible maximum torque %3 Permissible average torque

%4 Permissible maximum value of impact



HIWIN
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DSC-AQ Type with Crossed Roller Bearing

Basic dynamic | Basic static Moment rigidit Permissible dynamic | Permissible Permissible
ltem | load ratings load ratings giaity tilting moment axial load radial load
C Co K M Fa Fr
Model
kN kgf kN kgf | X10‘Nm/rad | kgfm/arc min Nm kgfm kN kgf kN kgf
14 5.1 521 7.06 720 3 0.89 27 2.76 1.09 111.45 0.73 74.6
17 5.9 560 8.9 910 6.1 1.81 37 3.77 1.18 120.3 0.79 80.6
20 10.6 1082 17.3 1765 17 5 145 14.8 2.27 231.17 1.52 154.9
25 15.0 1529 24.3 2483 19.3 5.7 201 20.5 3.2 326.3 2.14 218.2
32 205 | 2092 | 328 | 3347 42 12 258 26.3 438 | 44714 | 294 299.6
Dimensions and Weight
Type Frame size Weight
Model mm kg
14 [J160 0.76
17 075 1.1
20 190 1.9
25 1105 3.2
32 1120 5




High Tilting Moment Series

- Tilting moment increased by 80% compared to

Standard Series

* High precision, zero backlash

- Life span exceeds 7000 hours

Rating Table

Iltem

Model

20

25

32

40

Ratio

50
80
100
50
80
100
120
50
80
100
120
160
50
80
100
120
160
50
80
100
120
160
50
80
100
120
160

Rated torque at
input 2000 r/min

Nm

5.4
7.8
7.8
16
22
24
24
25
34
40
40
40
39
63
67
67
67
76
118
137
137
137
137
206
265
294
294

»¢1 Permissible rated torque
¥4 Permissible maximum value of impact

%1

kgfm
0.55
0.8
0.8
1.6
2.2
2.4
2.4
2.5
35
4.1
4.1
4.1
4

6.4
6.8
6.8
6.8
7.8
12
14
14
14
14
21

27
30
30

Peak torque at

start/stop
%2

Nm kgfm
18 1.8
23 2.4
28 2.9
34 3.5
43 4.4
54 5.9
54 5.5
56 5.7
74 7.5
82 8.4
87 8.9
92 9.4
98 10

137 14

157 16

167 17

176 18

216 22
304 31

333 34

353 36

372 38

402 41

519 53

568 58

617 63

647 66

Permissible max.
value of average

D

load torque

Nm

108
108
108
108
167
216
216
216
196
284
372
451
451

%3

$¢2 Permissible maximum torque

Instantaneous
permissible
max. torque

DA
kgfm Nm kgfm
0.7 35 3.6
1.1 47 4.8
1.1 54 5.5
2.6 70 7.1
2.7 87 8.9
4 110 "
4 86 8.8
3B 98 10
4.8 127 13
o) 147 15
5 147 15
5 147 15
5.6 186 19
8.9 255 26
11 284 29
11 304 31
1" 314 32
1" 382 39
17 568 58
22 647 66
22 686 70
22 686 70
20 686 70
29 980 100
38 1080 110
46 1180 120
46 1180 120

SC-PO-M

DSC-AJ-M

r/min

8500

7300

6500

5600

4800

4000

23 Permissible average torque

HIWIN
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Permissible | Permissible
maximum
input speed

average
input speed

r/min

3500

3500

3500

3500

3500

3000

11
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DSC-PO-M / DSC-AJ-M Type with Crossed Roller Bearing

Permissible Permissible

Basic dynamic | Basic static S L A Permissible | Permissible

ltem | load ratings load ratings RISl 157 dyn;r::g;::lng St;tl)cnzgsg axial load radial load
Model (& Co K M Mo Fa Fr

kN kgf kN kgf | X10°Nm/rad  kgfm/arc min| Nm | kgfm | Nm | kgfm kN kgf kN kgf

14 8.25 840 1.4 1160 7.9 2.4 73 7.5 155 158 | 2.03 | 207 | 1.36 @ 139

17 10.7 1090 14.8 1510 13.7 4.1 114 11.6 276 28.1 | 229 | 234 | 1.53 | 156

20 21 2140 27 2750 24 7.1 172 17.5 603 615 | 4.49 | 458 | 3.01 | 307

25 21.8 2230 35.8 3660 39 11.6 254 25.9 1050 107 5.3 540 | 3.55 | 362

32 34.5 3520 59 6020 120.3 35.7 578 58.9 | 2242 | 229 | 9.36 | 954 | 6.27 | 639

40 43.3 4415 81.6 8320 179.4 53.2 886 90.3 | 3645 372 | 10.36 1056 @ 6.94 @ 708

Dimensions and Weight

Type Outer diameter Weight for DSC-PO-M Weight for DSC-AJ-M
Model mm kg kg
14 78 0.54 0.64
17 88 0.79 0.95
20 98 1.3 1.4
25 116 1.95 2.5
32 148 3.9 5.4

40 180 6.9 8.8



Global Sales and Customer Service Site

HIWIN GmbH
OFFENBURG, GERMANY
www.hiwin.de
www.hiwin.eu
info@hiwin.de

HIWIN USA
CHICAGO, U.S.A.
www.hiwin.com
info@hiwin.com

HIWIN JAPAN

KOBE « NAGOYA « TOKYO « TOHOKU «
NAGANO ¢ SHIZUOKA « HOKURIKU
HIROSHIMA « FUKUOKA « KUMAMOTO,
JAPAN

www.hiwin.co.jp

info@hiwin.co.jp

HIWIN Srl

BRUGHERIO, ITALY
www.hiwin.it
info@hiwin.it

HIWIN Schweiz GmbH

JONA, SWITZERLAND
www.hiwin.ch
info@hiwin.ch

HIWIN s.r.o.

BRNO, CZECH REPUBLIC
www.hiwin.cz
info@hiwin.cz

HIWIN FRANCE

STRASBOURG, FRANCE
www.hiwin.fr
info@hiwin.de

HIWIN SINGAPORE

SINGAPORE
www.hiwin.sg
info@hiwin.sg

HIWIN KOREA

SUWON « CHANGWON, KOREA
www.hiwin.kr
info@hiwin.kr

HIWIN CHINA

SUZHOU, CHINA
www.hiwin.cn
info@hiwin.cn

HIWIN BULGARIA

SOFIA, BULGARIEN
www.hiwin.bg
info@hiwin.bg

from unknown sources.

HIWIN is a registered trademark of HIWIN Technologies Corp.. For your protection, avoid buying counterfeit products

Actual products may differ from specifications and photos provided in this catalog. These differences may be the result of
various factors including product improvements.

HIWIN website for patented product directory: http://www.hiwin.tw/Products/Products_patents.aspx

HIWIN will not sell or export products or processes restricted under the “"Foreign Trade Act” or related regulations.

Export of restricted products should be approved by proper authorities in accordance with relevant laws and shall not be

used to manufacture or develop nuclear, biochemical, missiles or other weapons.

HIWIN.
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Taichung 408208, Taiwan

Tel: +886-4-23594510
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